
USEPA VI Guidance 

Expected Direction of USEPA Guidance 
 Increased reliance on multiple lines of evidence 

assessments to address spatial and temporal variability 
 More cautious screening evaluation approaches (e.g., more 

strict default attenuation factors) 
 Less reliance on vapor intrusion modeling 
 Greater use of indoor air sampling 
 Provide new techniques to evaluate  

indoor air background sources 
 Provide guidance for petroleum  

hydrocarbons (PVI) 
 Consider radon as tracer 

1 Slide from Robbie Ettinger 



EPA Guidance Updates 
(Final Out in Nov 2012) 

• EPA (OSWER & Superfund) - Anticipated 
– Preference for sub-slab & indoor air 
– 7 to 30 day indoor air sampling period 
– Fixed Att factor of 0.1 for SG & 0.001 for GW 
– Sub-slab Att factor dropping to 0.01? 
– Modeling no longer an exit 

 

No Public Comment on Draft!! 



EPA Guidance Updates 
(Final Out in Nov 2012) 

• EPA-OUST: Guidance for HCs  
– Exclusion criteria? Yes, but being debated  
– Testing/Adoption of Biovapor model? In theory 
– Frequently Asked Questions - done 
– Summary of State Guidances – done 
– Will be a stand alone document 

 
 

No Public Comment on Draft!! 





Need to Always Read the Fine Print 

**  When LNAPL is present between 15-30 feet, the presence of certain site-specific conditions may 
warrant collection of exterior soil vapor samples.  Such conditions may include the presence of: 
exceptionally large and thick LNAPL plumes, extensive surface paving that is likely limit oxygen 
infiltration, exceptionally dry soils, or VOCs not typically found in petroleum fuels.     Harley Hopkins  







ITRC PVI GUIDANCE UPDATE: 
Outline of Chapters 

1. Introduction 
 

2. Types of PVI Sites 
 

3. Conceptual Site Model 
 

4. Basic Investigative Framework for PVI Sites 
 

5. Site Screening and Prioritization 
 

6. Investigative Toolbox 



Chapter 2:  Types of Sites 

 UST Sites 
 Refineries 
 Bulk Plants 
 Home Heating Oil 
 Pipelines 
 Manufactured gas plants 
 Coal tar & creosote sites 
 Exploration & Production sites 
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